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Network A 

i) BSSIDs = MAC address(es) of access 

point(s) on network A; 

ii) Authentication parameters and 
cryptographic keys for network A; and 

iii) NUFS file for network A. 
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NUFS ID: 


AC-1075 






Initial Data 
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No of Connections 
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First connection 
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No restrictions on network access 


Active 
NUFS 
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Active restrictions, see corresponding NUFS 


Expired 
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Access to network restricted, only HTTP 
requests to billing system are permitted. 



i 



500 



510 



IP address received. 



FIG. 5 



515 



Launch usage application. 




520 



Free 




Expired 



1 


Active NUFS 

f 


Examine NUFS parameters. 








525 




530 

Parameter No 
exhausted? 




i 



535 



Display Pop-up message 
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AC-1075 
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10 
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1 Month 


09.05.2002 


Start Time 


08.15.2002 
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BF-009A 
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NUFS ID: 


NT-701-AB-11009 | 


IP Range 


* 


Time of Access 


* 


Release Time 


09.05.2002, 11:50 AM 
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NUFS ID: 


NT-811-CZ-407 


IP Range 


10.0.2.1:10.0.2.15 


Time of Access 


Mon-Fri, 9am - 5pm 


Release Time 


09.05.2002, 11:50 AM 
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Obtain serial number of key to 
be terminated or disabled 
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Specify whether key is to be 
terminated or disabled 
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Upload watch list to access 
point 








f 


730 


Access point checks connected users' 
serial numbers to those on watch list 
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If match is found, access point initiates 
appropriate action to be taken at client key 
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